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premier

The Premier offers:

= Full four quadrant metering
= 5 main energy registers

= Load survey recording of:
160 days of 1 channel 30 minute data
80 days of 2 channel 30 minute data
53 days of 3 channel 30 minute data
40 days of 4 channel 30 minute data
32 days of 5 channel 30 minute data
N.B Optional 64k memory increases
the data storage typically by a factor
of three

= Load survey integration periods of 5, 15,
30 or 60 minutes

= 16 time of use and 8 maximum demand
registers, user configurable for seasonal s : e
control over all 5 energy types SEATIIREEEETS

= Maximum demand integration periods of 5, 15, 30 or 60 minutes
= Up to 4 user configurable outputs

= Up to 3 user configurable inputs

= 9600 baud PACT communication port

e 9600 baud modem port under the terminal cover

s 1200 baud IECT1107 communication port

= Ofgem approved to IECT1036 and IEC687
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Dimensions W.176 X H.250 X D.67 mm The CLEM and tariff files determine the exact functionality

Enclosure Material ABS/Polycarbonate of inputs and outputs. The hardware-build determines
Degree of Protection P51 which inputs and outputs are physically provided.
Flame Retardation UL 94 VO
Weight (approx.) 1 kg PULSED INPUTS

Up to two external parameters can be counted, with the
MAINS FREQUENCY 45-65Hz capability to store values as load survey parameters.

Up to two external signals can be used to synchronise
DATA RETENTION 10 years minimum time-base or switch time-of-use registers. Inputs are

(unpowered) rated for 9-40 Vdc operation.

DISPLAY PULSED OUTPUTS
Format LCD Up to four outputs can be used to indicate energy
Image Area 75 x 17mm consumption, active rate, change of rate, end of demand

period, or to indicate that a particular rate is active.
CLOCK & CALENDAR

Normal Power Source Mains supply COMMUNICATIONS

RTC Backup Source  Lithium battery or super cap. Local Interrogation ports PACT and 1107 ports

Battery Life (typical) 10 years Remote Interrogation ~ Optically isolated R$232

Min Shelf Life (typical) 3 years port port under the terminal cover
Protocol PACT at speeds from

1200-9600 baud

Wiring Diagram
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Wirina Confiauration for P3T 3 Phase 4 Wire CT connected 230V Wirina Confiquration for P3M 3 Phase 4 Wire CT/VTconnected 63.5V Wirina Confiauration for P3V 3 Phase 3 Wire CT/VTconnected 110V

Rod Phaso

Blue Phase
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